PLT4 IG - flat face

material: Ocel AN

materials: Steels W -]:v = -

MaTepuan: CromaHa _D

oty e

ynnbTHerne: NBR L2

oporny Kruzok: Teflon

back-up ring:Teflon BN B y : zasuvka

OMOpeH NPLCTeH: TethnoH ‘ female

WEHCKO
Oznacenie Velkost Max. tiak Prietok Prachovka
Nr. Part Size Max. pressure  Rated flow  CH2 SE L2 F Female dust plug
03Ha4eHKWe pa3mep Max. HansraHe NoToK YACTay
DNP IS0 bar Vmin

PLT4.0404.112 04 5 500 3 17 25 485 G1/8
PLT4.0404.012 04 h 500 3 1 25 485 1/8 NPT
PLT4.0412.032 04 5 500 3 17 25 50,5  7/16 UNF
PLT4.0606.112 06 6,3 400 12 22 28 585 G1/4 SPLT.06002
PLT4.0606.012 06 6,3 400 12 22 28 58,5  1/4 NPT SPLT.06002
PLT4.0610.112 06 6,3 400 12 22 28 585 G3/8 SPLT.06002
PLT4.0610.012 06 6,3 400 12 22 28 58,5  3/8 NPT SPLT.06002
PLT4.0615.032 06 6,3 400 12 22 28 58,5 9/16 UNF SPLT.06002
PLT4.0616.102 06 6,3 400 12 22 28 58,5 M16x1,5 SPLT.06002
PLT4.0618.102 06 6,3 400 12 22 28 585 M18x1,5 SPLT.06002
PLT4.1310.112 13 10 350 23 30 32 735 G3/8 SPLT.13002
PLT4.1310.012 13 10 350 23 30 32 735  3/8 NPT SPLT.13002
PLT4.1313.112 13 10 350 23 30 32 735 G1/2 SPLT.13002
PLT4.1313.012 13 10 350 23 30 32 735 1/2NPT SPLT13002
PLT4.1315.032 13 10 350 23 30 32 72 9/16 UNF SPLT.13002
PLT4.1316.102 13 10 350 23 30 32 735 M16x1,5 SPLT.13002
PLT4.1318.102 13 10 350 23 30 32 735 M18x1,5 SPLT.13002
PLT4.1319.032 13 10 350 23 30 32 73,5  3/4 UNF SPLT.13002
PLT4.1322.102 13 10 350 23 30 32 745 M22x1,5 SPLT.13002
PLT4.1323.032 13 10 350 23 30 32 745  7/8 UNF SPLT.13002
PLT4.2013.112 20 12,5 350 45 36 38 87 G1/2 SPLT.20002
PLT4.2013.012 20 12,5 350 45 36 38 87 1/2 NPT SPLT.20002
PLT4.2019.032 20 12,5 350 45 36 38 83 3/4 UNF SPLT.20002
PLT4.2019.112 20 12,5 350 45 36 38 87 G4 SPLT20002
PLT4.2019.012 20 12,5 350 45 36 38 87 3/4 NPT SPLT.20002
PLT4.2022.102 20 12,5 350 45 36 38 86 M 22x1,5 SPLT.20002
PLT4.2023.032 20 12,5 350 45 36 38 85 7/8 UNF SPLT.20002

pokratovanie na dal3ej strane / continue on the next page / npogbmkaea Ha credBallara CTpaHuLa

Vysvetlivka / Explanatory / Nerexpa
Prevadzkova teplota - 25 +125 °G, working temperatures - 25 + 125 °C, paGorsa temneparypa - 25 + 125 4



PLT4 IG - fiat face
material: Ocel

materials: Steels

MaTepuan: cromaxa

tesnenie: NBR

seals: NBR CHZ

ynnsTHenme: NBR L2

oporny krizok: Teflon

back-up ring:Teflon zasuvka

OMOpeH NPBLCTEH: Tedinox female

JKEHCKOD
Oznacenie Velkost Max. tlak Prigtok Prachovka
Nr. Part Size Max. pressure  Rated flow  CH2 oF L2 F Female dust plug
O3Ha4eHwe pasmep Max. HanAaraxse NOTOK YWCTay
DNP 1SO bar Vmin

PLT4.2026.102 20 12,5 350 45 36 38 87 M 26x1,5 SPLT.20002
PLT4.2027.032 20 12,5 350 45 36 38 87 11/16 UNF  SPLT.20002
PLT4.2213.112 22 16 350 74 36 42 86 G1/2
PLT4.2213.012 22 16 350 74 36 42 86 1/2 NPT
PLT4.2219.032 22 16 350 74 36 42 82 3/4 UNF
PLT4.2219.112 22 16 350 74 36 42 86 G 3/4
PLT4.2219.012 22 16 350 74 36 42 86 3/4 NPT
PLT4.2222.102 22 16 350 74 36 42 85 M 22x1,5
PLT4.2223.032 22 16 350 74 36 42 84 7/8 UNF
PLT4.2226.102 22 16 350 74 36 42 86 M 26x1,5
PLT4.2227.032 22 16 350 74 36 42 86 1 1/16 UNF
PLT4.2519.112 25 19 350 100 41 48 95 G /4 SPLT.25002
PLT4.2519.012 25 19 350 100 4 48 95 3/4 NPT SPLT.25002
PLT4.2525.112 25 19 350 100 4 48 97 G1 SPLT.25002
PLT4.2525.012 25 19 350 100 4 48 97 1 NPT SPLT.25002
PLT4.2527.032 25 19 350 100 4 48 95 11/16 UNF  SPLT.25002
PLT4.2533.032 25 19 350 100 4 48 95 15/16 UNF  SPLT.25002
PLT4.3031.112 30 25 350 189 95 55 1095 G11/4
PLT4.3031.012 30 25 350 189 55 55 1095 11/4NPT
PLT4.3041.032 30 25 350 189 55 55 109,5 1 5/8 UNF

Vysvetlivka / Explanatory / Nlerespa
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, paborsa temnepatypa- 25 + 125 °L|



