PPV3 AGS - push pull

material: Ocel
materials: Steels
Martepuan: cromaHa

tesnenie: NBR
seals: NBR
ynsTHeHMe: NBR

oporny Kruzok: Teflon

back-up ring:Teflon Zastréka
OMOPEH NPLCTeH: TedhnoH male
MBHKO
Oznaenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure Ratedflow @T CH3 L3 F Female dust plug
03Ha4eHKWe pa3mep MaX. Hansraxe NMOTOK HACcTay
DNP 150 bar [/min

PPV3.0614.503 6 6,3 250 12 08L 19 57 M 14x1.5 SPAV.06003
PPV3.1012.503 10 10 300 23 06L 22 63 M 12x1.5 SPAV.10003
PPV3.1014.503 10 10 300 23 08L 22 63 M 14x1.5 SPAV.10003
PPV3.1016.503 10 10 300 23 10L 22 63 M 16x1.5 SPAV.10003
PPV3.1018.503 10 10 300 23 12L 22 63 M 18x1.5 SPAV.10003
PPV3.1314.503 13 12,5 225 45 08L 30 72 M 14x1.5 SPAV.13003
PPV3.1316.503 13 12,5 225 45 10L 30 72 M 16x1.5 SPAV.13003
PPV3.1318.503 13 12,5 225 45 120 30 72 M 18x1.5 SPAV.13003
PPV3.1322.503 13 12,5 225 45 15L 30 73 M 22x1.5 SPAV.13003
PPV3.1326.503 13 12,5 225 45 18L 30 73 M 26x1.5 SPAV.13003
PPV3.2018.503 20 20 225 106 125 36 78 M 18x1.5 SPAV.20003
PPV3.2022.503 20 20 225 106 15L 36 79 M 22x1.5 SPAV.20003
PPV3.2026.503 20 20 225 106 18L 36 79 M 26x1.5 SPAV.20003
PPV3.2030.503 20 20 225 106 221 36 86 M 30x2 SPAV.20003
PPV3.2526.503 25 25 225 189 18L 4 a1 M 26x1.5 SPAV.25003
PPV3.2530.503 25 25 225 189 221 4 AN M 30x2 SPAV.25003
PPV3.2536.503 25 25 225 189 28L 4 91 M 36x2 SPAV.25003
PPV3.2545.503 25 25 225 189 35L 46 97 M 45x2 SPAV.25003
PPV3.1016.603 10 10 300 23 08S 22 64 M 16x1.5 SPAV.10003
PPV3.1018.603 10 10 300 23 10S 22 64 M 18x1.5 SPAV.10003
PPV3.1020.603 10 10 300 23 128 22 64 M 20x1.5 SPAV.10003
PPV3.1318.603 13 12,5 225 45 10S 30 73 M 18x1.5 SPAV.13003
PPV3.1320.603 13 12,5 225 45 12S 30 73 M 20x1.5 SPAV.13003
PPV3.1322.603 13 12,5 225 45 14S 30 75 M 22x1.5 SPAV.13003
PPV3.1324.603 13 12,5 225 45 16S 30 79 M 24x1.5 SPAV.13003
PPV3.1330.603 13 125 225 45 20S 30 75 M 30x2 SPAV.13003
PPV3.2018.603 20 20 225 106 10S 36 79 M 18x1.5 SPAV.20003

pokracovanie na dalSej strane / continue on the next page / npogbmkaea Ha cneBallara CTpaHuLa

Vysvetlivka / Explanatory / Nereyga:
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, paGorsa temneparypa - 25 + 125 °L|



PPV3 AGS - push pull

materidl: Ocel
materials: Stesls
MaTtep1an: croMasa

tesnenie: NBR
seals: NBR
yrmsTHeHve: NBR

oporny krizok: Teflon

back-up ring: Teflon zastrcka
OMOpeH NPLCTEH: TENOH male
MBHKO
Oznacenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure  Ratedflow @7 CH3 L3 F Female dust plug
03Ha4eHKe pasmep MaXx. Hanaraxe NoToOK yucTad
DNP IS0 bar V/min

PPV3.2020.603 20 20 225 106 128 36 79 M20x1.5  SPAV.20003
PPV3.2022.603 20 20 225 106 148 36 81 M22x1.5  SPAV.20003
PPV3.2024.603 20 20 225 106 165 36 8 M24x1.5  SPAV.20003
PPV3.2030.603 20 20 225 106 20S 36 81 M 30x2 SPAV.20003
PPV3.2530.603 25 25 225 189 205 4 93 M 30x2 SPAV.25003
PPV3.2536.603 25 25 225 189 258 4 95 M 36x2 SPAV.25003
PPV3.2542.603 25 25 225 189 308 46 97 M 42x2 SPAV.25003

Vysvetlivka / Explanatory / Nerexpa:
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, pa6orsa Temnepatypa- 25 + 125°U



