TOR/TONL 71N

Pouzitie: Univerzdlna hadica pre vzduch a vodu m“
Aplication:  Universal hose for air and water '
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
SBR, dierna, hladka, # s, textilng oplet 47="\, SBR ciema -20°C +70°C
odoln voéi oderua i:\] synthetic cord l:l 0 I‘i SER, black
paveternostnym podmienkam \‘___1, \.’;::J‘

SBR, black, smooth, abrasion
and weather resistant rubber

oznaéenie vniitorny o vonkajsi o pracovny tlak poruchovy tlak hmotnost balenie

marking inside o outside o working pressure burst pressure weight packing
mm mm bar bar kg/m m
TOR/10ONL71NE 8 15 10 30 0,199 100
TOR/TONL7TNTO 10 17 10 30 0,227 100
TOR/T1ONL7IN12 12 17 10 30 0,176 100
TOR/TONL7INI3 13 19 10 30 0,232 100
TOR/TONL7IN1S 15 21 10 30 0,260 100
TOR/10NL7IN16 16 23 10 30 0,330 100
TOR/TONL7INTO 19 26 10 30 0,381 100
TOR/10NL7TN20 20 30 10 30 0,591 100
TOR/TONL7TNZ5A 25 33 10 30 0,548 100
TOR/T1ONL71N25B 25 35 10 30 0,709 100

ARIANNA AC20BAR

Pouzitie: Hadica na stlaceny vzduch, kompresory, vhodna [N e
ako dofukovacia hadica pre pneumatiky. Hadica
je odolnd rozptylenym olejom vo vzduchu.
Aplication: Hose for compressed air and compressors, for
inflating of tires. The hose is resistant to oil
dispersed in the air.
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
PVC/NBR o=, textiing oplet PES ==~ PVCNBR -10°C +80°C
PVC/NBR ,-"lI synthetic cord PES Oy PR
‘l‘h_.—)‘I ‘\::.::'l
L vnitorny o vonkajsi o pracovny tlak poruchovy tlak hmotnest balenie
oznacenie inside o outside o working pressure burst pressure weight packing
marking
mm mm bar bar kg/m m
ARIANA AC 20BAR 5 5 1 20 60 0,028 100
L —
—
_“.-—--..-
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kompresny ventil / compression valve

kompresny ventil s poistkou
compression valve with lock

kompresny $rob / compression screw



PVC SUNFLEX

Pouzitie: Zahradnictvo, stavebnictvo, preprava vody.
Aplication: Horticulture, construction, water transportation.
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
transparentny, zeleny, PVC oo, Polyesterové vidkno oo~ PVC -10°C +60°C
@ transparent green, PVC & Y polyester fiber H l’ ‘l\' PVC
N . =
L. vnitorny o vonkajsi o pracovny tlak poruchovy tlak hmotnost balenie
oznacenie inside o outside o working pressure burst pressure weight packing
marking
mm mm bar bar kg/m m
PVC SUNFLEX 8 8,0 13,0 10 30 0,105 25a50
PVC SUNFLEX 9 9,0 13,0 10 30 0,090 25a50
PVC SUNFLEX 10 10,0 14,0 10 30 0,100 25a50
PVC SUNFLEX 12,5 125 16,0 10 30 0,110 25a50
PVC SUNFLEX 16 16,0 20,0 10 30 0,145 25a50
PVC SUNFLEX 19 19,0 240 B 24 0,210 25a50
PVC SUNFLEX 25 25,0 30,5 6 18 0,300 25a50
PVC SUNFLEX 32 320 39.0 5 15 0,500 25a50

MP20 EPDM

Pouzitie:

Aplication:

Univerzdlna hadica pre vzduch a vodu a slabsie
chemikalie

Universal hoses for air and water and weaker
chemicals
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Vlastnosti/Features:

Uplet/Braid Dusa/Core

-

= ™ guma EPDM

guma EPDM ¥ “s‘ textilny oplet 7,
rubber EPDM I @ 1 synthetic cord 1
A\ J X
T

l; rubber EFDM

Prev.teplota/temperature range

-40°C+95°C kratkodobo 110°C
-40°C+95°Cupto 110°C fora

—~—rty short time
vhutorny o vonkajsi o pcrey tak oruchovy tlak mmoﬂotiumer hmotnost balenie
oznacenie inside o outside o working Eurst pressure min bend weight packing
marking pressue radius

mm mm bar bar mm kg/m m
MP 20 EPDM 6 6 13 20 80 72 0,15 100
MP 20 EPDM 8 8 15 20 80 96 0,18 100
MP 20 EPDM 10 10 17 20 80 120 0,21 100
MP 20 EPDM 13 13 21 20 80 156 0,30 100
MP 20 EPDM 16 16 24 20 80 192 0,35 100
MP 20 EPDM 19 19 28 20 80 225 047 50
MP 20 EPDM 25 25 35 20 80 300 0,66 50
MP 20 EPDM 32 32 44 20 80 384 0,95 50
MP 20 EPDM 38 38 50 20 80 456 1,20 50




