FKE

HORUCA VODA / H

Pouzitie:  Chladi¢ova hadica pre chladiacu vodu s obsahom =
nemfznucej zmesi
Aplication: Cooler hose for combustion engines
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
SBR/BR, tierny, ryhovany o=, Polyester, textiing oplet ===~ SBR/BR, tierna hladka -25°C +100°C
@ SBR/BR, black, grooved {‘} polyester, spirally laid l’ [' \l‘l SBR/BR, black, smooth m
\\‘. __,/’ \‘1 ::, J
. R racovny tlak oruchovy min polomer ; ;
o;:z:i?: ;e v:::;:: L““;a :zr:rl"ia :I : ’ ;':;I;E.?r?e b: rstt;ar:ss : re | min I:e : |:Il:| :lﬂdius hmeoitgrm“ :::f‘?r:eg
mm mm bar bar mm kg/m m
FKE 10 10 17 6 12 190 0,25 50
FKE 13 13 20 6 12 215 0,28 50
FKE 16 16 22 6 12 240 0,36 50
FKE 18 18 25 6 12 250 043 50
FKE 20 20 28 6 12 260 0,50 50
FKE 25 25 34 6 12 280 0,60 50

Multipurpose EPDM

Pouzitie: Hadica ur¢end na dopravu vzduchu, oleja, studenej
a horucej vody a neagresivnych chemikalii
Aplication: To convey air, oil, cold and hot water and non agressive
chemicals
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
EPDM, hladka, odolna abrazii, teplu, ozonu a o silnd textilna priadza, s==~, FEPDMguma 40°C +120°C
poveternostnym vplyvom I" \' high tensile synthetic textile l"l" \I‘i EPDM rubber
EPDM rubber, abrasion, heat, ozone and b\ A Lo (X
weather resistant - -
_ vnutorny o vonkajsi o pracovny tlak poruchovy tlak mino ol:umer hmeotnost balenie
0::;?;?:: inside o outside o working pressure | burst pressure min berrd radius weight packing
mm mm bar bar mm kg/m m
Multipurpose EPDM 6 13 20 &0 30 0,125 100
Multipurpose EPDM 8 15 20 60 35 0,150 100
Multipurpose EPDM 10 10 18 20 60 40 0,210 100
Multipurpose EPDM 13 13 22 20 60 60 0,295 100
Multipurpose EPDM 16 16 25 20 60 80 0,345 100
Multipurpose EPDM 19 19 29 20 60 90 0,445 100
Multipurpose EPDM 25 25 37 20 60 120 0,690 100




RADIATOR

Pouzitie: Hadica ur¢ena na dopravu hortcej vody

zmiesanej s nemrznucou kvapalinou v chladiacich

systémoch, pre automaobilové a stacionarne

motory.

Aplication: For conveying hot water mixed with anti-freeze
liquids in cooling systems, automotive and
stationary engines.
Obal/cover Uplet/Braid Dusa/Core Prev.teplota/temperature range
EPDM, odolny voi teplu, stamutiu a poveter- T silnd textiln priadza, »+==~, EPDM, odolna vociteplua 4A0°C +125°C
@ nostriym vplyvom _ i'\‘ high tensile synthetic textile l’ [’ ‘I‘i nemfznucim kvapali.ném
EPDM, heat, ageing and weather resistant R\ /! L 2] EPDM, heat and anti-freeze
St Sm=" liquids resistant rubber
. vhitorny o vonkajsi o pracovny tlak poruchovy tlak hmotnost balenie
0:123:7‘?:;9 inside o outside o working pressure burst pressure weight packing
mm mm bar bar kg/m m

RADIATOR 12/7 12,7 19,0 4 12 0,215 1-40-46-61
RADIATOR 16 16,0 22,0 4 12 0,260 1-40-46-61
RADIATOR 18 18,0 24,0 4 12 0,288 1-40-46-61
RADIATOR 19 19,0 25,0 4 12 0,302 1-40-46-61
RADIATOR 20 20,0 26,0 4 12 0,315 1-40-46-61
RADIATOR 22 22,0 28,0 4 12 0,343 1-40-46-61
RADIATOR 25/4 254 32,0 4 12 0432 1-40-46-61
RADIATOR 28 280 34,5 4 12 0472 1-40-46-61
RADIATOR 30 30,0 38,0 4 12 0,600 1-40-46-61
RADIATOR 32 32,0 40,0 4 12 0,636 1-40-46-61
RADIATOR 35 35,0 43,0 4 12 0,690 1-40-45-61
RADIATOR 38 38,0 47,0 4 12 0,845 1-40-456-61
RADIATOR 40 40,0 49,0 4 12 0,886 1-40-46-61
RADIATOR 42 42,0 51,0 4 12 0,926 1-40-46-61
RADIATOR 44/5 44.5 54,0 4 12 1,050 1-40-46-61
RADIATOR 48 48,0 57,5 4 12 1122 1-40-46-61
RADIATOR 50/8 50,8 60,0 4 12 1,182 1-40-46-61
RADIATOR 55 550 65,0 4 12 1,360 1-40-46-61
RADIATOR 60 60,0 70,0 4 12 1,470 1-40-46-61
RADIATOR 63/5 63,5 73,5 4 12 1,490 1-40-46-61
RADIATOR 70 70,0 80,0 4 12 1,630 1-40-46-61
RADIATOR 76/2 76,2 86,0 4 12 1,765 1-40-46-61
RADIATOR 80 80,0 90,0 = 12 1,845 1-40-46-61
RADIATOR 90 90,0 100,0 4 12 2,065 1-40-46-61
RADIATOR 101/6 1016 1115 4 12 2,300 1-40-46-61




