PLT4 IG - fiat face
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materials: Steels ."“ll'f Tl
MaTepHan: croMana i

tesnenie: NBR CH3

seals: NBR L3

ynmbTHeHue: NBR

oporny kruzok: Teflon

back-up ring: Teflon zastrcka

ONOpeH NPLCTeH: TedinoH male

MBXKO
OznaCenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure Ratedflow  CH3 L3 E Male dust cap
O3Ha4eHHe pasmep Max. HanaraHe NOTOK YncTad
DNP IS0 bar Vmin

PLT4.0404.113 04 5 500 3 17 43,5 G1/8
PLT4.0404.013 04 5 500 3 17 43,5 1/8 NPT
PLT4.0412.033 04 5 500 3 17 45,5 7/16 UNF
PLT4.0606.113 06 6,3 400 12 22 52 G1/4 SPLT.06003
PLT4.0606.013 06 6,3 400 12 22 52 1/4 NPT SPLT.06003
PLT4.0610.113 06 6,3 400 12 22 52 G3/8 SPLT.06003
PLT4.0610.013 06 6,3 400 12 22 52 3/8 NPT SPLT.06003
PLT4.0615.033 06 6,3 400 12 22 52 9/16 UNF SPLT.06003
PLT4.0616.103 06 6,3 400 12 22 52 M 16x1,5 SPLT.06003
PLT4.0618.103 06 6,3 400 12 22 52 M18x1,5  SPLT.06003
PLT4.1310.113 13 10 350 23 30 60,5 G3/8 SPLT.13003
PLT4.1310.013 13 10 350 23 30 63,5 3/8 NPT SPLT.13003
PLT4.1313.113 13 10 350 23 30 60,5 G1/2 SPLT.13003
PLT4.1313.013 13 10 350 23 30 63,5 1/2 NPT SPLT.13003
PLT4.1315.033 13 10 350 23 30 60,5 9/16 UNF  SPLT.13003
PLT4.1316.103 13 10 350 23 30 60,5 M 16x1,5 SPLT.13003
PLT4.1318.103 13 10 350 23 30 60,5 M 18x1,5 SPLT.13003
PLT4.1319.033 13 10 350 23 30 60,5 3/4 UNF SPLT.13003
PLT4.1322.103 13 10 350 23 30 60,5 M22x1,5  SPLT.13003
PLT4.1322.103 13 10 350 23 30 64,5 7/8 UNF SPLT.13003
PLT4.2013.113 20 12,5 350 45 36 73 G1/2 SPLT.20003
PLT4.2013.013 20 12,5 350 45 36 74 1/2 NPT SPLT.20003
PLT4.2019.033 20 12,5 350 45 36 70 3/4 UNF SPLT.20003
PLT4.2019.113 20 12,5 350 45 36 74,5 G3/4 SPLT.20003
PLT4.2019.013 20 12,5 350 45 36 745 3/4 NPT SPLT.20003
PLT4.2022.103 20 12,5 350 45 36 70,5 M 22x1,5 SPLT.20003
PLT4.2023.033 20 12,5 350 45 36 74,5 7/8 UNF SPLT.20003

pokraCovanie na dalSej strane / continue on the next page / npobnxasa Ha cnegalyara CTpaHnLa
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Vysvetlivka / Explanatory / Nerenga
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, paBorxa Temneparypa - 25 + 125 °L



PLT4 1G - flat face
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materidl: Ocel a’l’r’.ffr’rr L f” a ‘[

materials: Steels L

MaTepuan: cromasa 'IHII '

tesnenie: NBR CH3

seals: NBR L3

ynmsTHexne: NBR

oporny krizok: Teflon

back-up ring:Teflon zastrcka

ONOPEH NPBLCTEH: TE(hNOH male

MBXKO
Oznacenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure  Rated flow  CH3 L3 F Male dust cap
O3Ha4eHwe pasmep MaX. HanaraxHe NOTOK YUCTau
DNP IS0 bar V/min

PLT4.2026.103 20 12,5 350 45 36 745 M 26x1.,5 SPLT.20003
PLT4.2027.033 20 12,5 350 45 36 745 11/16 UNF  SPLT.20003
PLT4.2213.113 22 16 350 74 36 73 G1/2
PLT4.2213.013 22 16 350 74 36 74 1/2 NPT
PLT4.2219.033 22 16 350 74 36 70 3/4 UNF
PLT4.2219.113 22 16 350 74 36 74,5 G3/4
PLT4.2219.013 22 16 350 74 36 74,5 3/4 NPT
PLT4.2222.103 22 16 350 74 36 70,5 M 22x1,5
PLT4.2223.033 22 16 350 74 36 745 7/8 UNF
PLT4.2226.103 22 16 350 74 36 745 M 26x1,5
PLT4.2227.033 22 16 350 74 36 745 11/16 UNF
PLT4.2519.113 25 19 350 100 4 81 G3/4 SPLT.25003
PLT4.2519.013 25 19 350 100 4 81 3/4 NPT SPLT.25003
PLT4.2525.113 25 19 350 100 41 86 G1 SPLT.25003
PLT4.2525.013 25 19 350 100 4 86 1 NPT SPLT.25003
PLT4.2533.033 25 19 350 100 4 86 1146 UNF  SPLT.25003
PLT4.2533.033 25 19 350 100 4 86 15/16 UNF  SPLT.25003
PLT4.3031.113 30 25 350 189 55 90 G11/4
PLT4.3031.013 30 25 350 189 55 90 1 1/4 NPT
PLT4.3041.033 30 25 350 189 55 90 1 5/8 UNF

Vysvetlivka / Explanatory / Nlerespa
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, paborsa temnepatypa- 25 + 125 °L|



