PPV3 IG - push pull
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materil: Ocel N\ 71244
materials: Steels |IIWHM =
matepuan: cTomaHa -I-‘ 2 K

LM 1]
tesnenie: NBR
seals: NBR
ynnbTHeHue: NBR

oporny kruzok: Teflon
back-up ring: Teflon
0nopeH NpueTeH: Tedno

Oznacenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure  Ratedflow  CH2 OE L2 F Female dust plug
0O3Ha4yeHwe pa3mep Max. Hansrase NOTOK YucTay
DNP 1S0 bar Vmin
PPV3.0606.112 6 6,3 250 12 19 26 64 G1/4
PPV3.0606.012 6 6,3 250 12 19 26 64 1/4 NPT
PPV3.1006.112 10 10 300 23 22 31 67 G1/4 SPAV.10002
PPV3.1006.012 10 10 300 23 22 31 67 1/4 NPT SPAV.10002
PPV3.1010.112 10 10 300 23 22 31 67 G3/8 SPAV.10002
PPV3.1010.012 10 10 300 23 22 31 67 3/8 NPT SPAV.10002
PPV3.1016.102 10 10 300 23 22 31 67 M16x1.5  SPAV.10002
PPV3.1018.102 10 10 300 23 22 31 67 M 18x1.5 SPAV.10002
PPV3.1310.112 13 12,5 225 45 30 38 72 G3/8 SPAV.13002
PPV3.1310.012 13 12,5 225 45 30 38 75 3/8 NPT SPAV.13002
PPV3.1313.112 13 12,5 225 45 30 38 72 G1/2 SPAV.13002
PPV3.1313.012 13 12,5 225 45 30 38 75 1/2 NPT SPAV.13002
PPV3.1319.112 13 12,5 225 45 36 38 775 G3/4 SPAV.13002
PPV3.1319.012 13 12,5 225 45 36 38 775  3/4NPT SPAV.13002
PPV3.1314.102 13 12,5 225 45 30 38 72 M 14x1.5 SPAV.13002
PPV3.1316.102 13 12,5 225 45 30 38 72 M16x1.5  SPAV.13002
PPV3.1318.102 13 12,5 225 45 30 38 72 M 18x1.5 SPAV.13002
PPV3.1320.102 13 12,5 225 45 30 38 72 M 20x1.5 SPAV.13002
PPV3.1322.102 13 12,5 225 45 30 38 72 M 22x1.5 SPAV.13002
PPV3.2013.112 20 20 225 106 36 46 933 G1/2 SPAV.20002
PPV3.2013.012 20 20 225 106 36 46 933 1/2NPT SPAV.20002
PPV3.2019.112 20 20 225 106 36 46 948 G3/4 SPAV.20002
PPV3.2019.012 20 20 225 106 36 46 948  3/4NPT SPAV.20002
PPV3.2018.102 20 20 225 106 36 46 90,8 M18x1.5  SPAV.20002
PPV3.2022.102 20 20 225 106 36 46 90,8 M22x1.5 SPAV.20002
PPV3.2026.102 20 20 225 106 36 46 948 M 26x1.5 SPAV.20002
PPV3.2519.112 25 25 225 189 4 54 995 G3/4 SPAV.25002

pokracovanie na dal3ej strane / continue on the next page / nporbmxaea Ha cneJBaLyaTa CTpaHULA

Vysvetlivka / Explanatory / Nerexga:
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, pa6orxa Temneparypa - 25 + 125 °Ll



PPV3 IG - push pull

material: Ocel

materials: Steels h'F R 4y

Matepuan: cromasa

tesnenie: NBR

seals: NBR CH

ynmsTHerve: NBR L2

oporny kruzok: Teflon

back-up ring:Teflon zasuvka

ONOpeH NpbCTeH: TednoH female

HEHCKD
Oznacenie Velkost Max. tlak Prietok Prachovka
Nr. Part Size Max. pressure  Rated flow  CH2 OF L2 F Female dust plug
03Ha4eHwe pasmep MaxX. HanAaraxe NOTOK YHUCTaN
DNP 1S0 bar Vmin

PPV3.2519.012 25 25 225 189 4 54 995  3/4NPT SPAV.25002
PPV3.2525.112 25 25 225 189 4 54 95 G1 SPAV.25002
PPV3.2525.012 25 25 225 189 4 54 995 1NPT SPAV.25002
PPV3.2530.102 25 25 225 189 4 54 995 M30x1.5 SPAV.25002

Vysvetlivka / Explanatory / Nerexga:
Prevadzkova teplota - 25 + 125 °C, working temperatures - 25 + 125 °C, paborsa Temnepatypa- 25 + 125 °U



